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WHY CHOOSE AUTOMATOR?

Since its founding in 1940, AUTOMATOR has been focused exclusively on Industrial Marking Products and 
Solutions making us the largest manufacturer of marking equipment in the world.
No matter how you want to permanently Identify your product, AUTOMATOR has a solution that will 
exceed your expectation making a mark that will enhance your part and limit your liabilities.

Our GLOBAL network of partners (not just distributors!) are available in 102 countries serving 100+ 
business sectors. No matter where you are in this world, we are there to support you and our marking 
products, birth to death.

We are your Global Marking Partner since 1940!
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DOT PEENLASER ROLL STAMPING IMPACT PRESSE SCRIBE HOT FOIL CHEM-ETCH



8

Ideal for deep and fast markings of numbers, texts and 
logos. 

Uniform marking depth even on pieces of different 
heights.

The impact system prevent any deformation of the 
material

Suitable also for machinings, such as rivetting, 
inserting, caulking

BENCHTOP MACHINES WITH MANUAL ACTUATION 
BY A LEVER

EASY MARKING, IN ONE SINGLE MOVEMENT!

IMPACT



9

MB15 MB20 MB32

Dimension (mm) 132x450x210 205x650x309 280x850x443

Adjustable power (kg / kN) 500 / 5 3000 / 30 6500 / 65

Item maximum height (mm) 260 330 370

Weight (kg) 10 33 99

Cava a T (mm) 6 10 12

Shank diameter (mm) 8x32 10x38 16x48

Rack stroke  (mm) 30 60 100

Tool-holder stroke (mm) 8 18 22

Usable stroke (mm) 22 42 78

Measures in mm
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PNEUMATIC BENCHTOP IMPACT MACHINES

Pneumatic actuation of the marking impact mechanism by a 
double effect cylinder

Ideal for deep and fast markings of numbers, texts and logos

Uniform marking depth even on pieces of different heights

The impact system prevent any deformation of the material

Suitable also for machinings, such as rivetting, inserting, caulking

Available accessories, such as cliches, types and numbering 
heads for custom markings

SENSIBILITY, PRECISION 
AND SPEED!
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MB19 MB21 MB35

Dimension (mm) 138x380x225 208x600x355 300x840x505

Adjustable power (kg / kN) 600 / 6 3500 / 35 7500 / 75

Item maximum height (mm) 175 270 300

Weight (kg) 14,5 53 162

T Slot (mm) 6 10 12

Shank diameter (mm) 8x32 10x38 16x48

Rack stroke (mm) 30 60 85

Tool-holder stroke (mm) 8 18 22

Usable stroke (mm) 22 42 63

Max air pressure (bar) 4 6 6

Air supply (gas) 1/8 1/4 1/4

Measures in mm
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Ideal for deep and fast markings of numbers, texts and logos

Uniform marking depth even on pieces of different heights

Pneumatic activation by a piston

Installation at any angle and with limit switches

The impact system prevent any deformation of the material

Suitable also for machinings, such as rivetting, inserting, 
caulking

PNEUMATIC IMPACT UNIT FOR INTEGRATION

PERFECT FOR INTEGRATION!
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MB19VPN MB21VP MB35VP

Dimension (mm) 235x65x78 395x115x130 670x184x217

Adjustable power (kg / kN) 600 / 6 3500 / 35 7500 / 75

Weight (kg) 2 10 38

Shank diameter  (mm) 8x32 10x38 16x48

Tool-holder stroke (mm) 8 18 25

Rack stroke (mm) 24 49 85

Piston stroke (mm) 32 67 110

Air pressure (bar) 4 6 6

Air supply (gas) 1/8 1/4 3/8

Measures in mm
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Ideal for deep and fast markings of numbers, texts and logos

Uniform marking depth even on pieces of different  heights

Installation at any angle

The impact system prevent any deformation of the material

Suitable also for machinings, such as  rivetting, inserting, caulking

Available accessories, such as cliches, types and numbering heads for 
custom markings

IMPACT MECHANISM FOR INTEGRATION

MARKING MADE EASY!

MARKING UNIT
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MB15/19 MB20/21 MB32/35

Length (mm) 240 392 690

Adjustable power (kg / kN) 500 / 5 3000 / 30 6500 / 65

Weight (kg) 0,6 2,1 10,2

Shank diameter  (mm) 8x32 10x38 16x48

Rack stroke (mm) 30 60 100

Tool-holder stroke (mm) 8 18 22

Usable stroke (mm) 22 42 78

Measures in mm



16

Actuated by the simple pressing of the palm.

Maximum adjustable power up to 50 kg.

Center punch for creating a dimple in any material.

Provided with a tip for tracing and cheselling
 
Excellent for marking one standard letter, number or symbol, in 
2,5 mm character height or in 3 mm upon request

PORTABLE MANUAL MARKING TOOL

THE SMALLEST MARKING SYSTEM IN THE WORLD!
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MANUAL AND PNEUMATIC HOT MACHINES AND UNITS

Manual or pneumatic actuation of the rack

Equipped with lever to move the hot press mechanism

Equipped with automatic ribbon advance device

Equipped with thermostat to adjust the temperature in relation with the 
material and the marking time

Perfect for dry marking and colored marking with a ribbon 
between the marking head and the  surface to be marked

Available accessories, such as cliches, types and numbering 
heads for custom markings

IDEAL TO MARK FABRICS, PLASTICS AND WOOD!

HOT FOIL
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Measures in mm 

MB20 MB21E MB21EU

Dimension (mm) 205x650x309 208x600x355 435x250x475

Adjustable power (kg / kN) 50 / 0,5 150 / 1,5 150 / 1,5

Item maximum height (mm) / 
Hithout heating block 

275
385

206
318

Weight (kg) 38,5 58 27,5

Cava a T (mm) 10 10

Shank diameter (mm) dia 27 dia 27 dia 27

Rack stroke (mm) 65 67 67

Usable stroke (mm) 65 67 67
 

A B C D D¹ D² E E¹ E² F G H K J L M N P Q R S T U
20 650 309 160 160 60 170 102 85 55 42 57,5 66 42,5 166 75 160 205 205 45 50

21E 600 355 176 180 177 65 118 150 110 60 37 102 44 183 80 168 84 208 50 475

21EU 435 355 250 177 65 115 150 110 40 100 44 184 84 475
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Ideal for riveting, inserting, bending, caulking

Manual activation of the rack by a lever

Maximum sensitivity and precision with strict rack adjustment

MANUAL RACK ACTIVATION PRESSES

VERY PRECISE FOR SMALL JOBS!

PRESSES
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MB15S MB20S MB32S

Dimensions (mm) 132x450x210 205x750x309 280x850x443

Adjustable power (kg / kN) 50 / 0,5 70 / 0,7 90 / 0,9

Item maximum height (mm) 265 385 460

Weight (kg) 10 33 99

Cava a T  (mm) 6 10 12

Shank diameter (mm) dia 13 dia 27 dia 27

Rack stroke (mm) 27 65 100

Usable stroke (mm) 27 65 100

Measures in mm 
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IMPACT MECHANISM FOR INTEGRATION

Ideal for getting a fast and deep marking of logos, texts and 
numbers

Pneumatic actuation of the rack through a souble effect piston

Installation at any angle

Maximum sensitivity and precision with strict rack adjustment

Bankholder effect to prevent any deformation of  the matrial

Same marking depth on items of different heights

Many accessories available, such as clichè, types, type holders, 
numbering heads to personalize the marking

Suitable also for machining operators for pressing, rivetting, 
inserting, bending and caulking

FORCE AND SENSIBILITY!
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MB15/19 MB20/21 MB32/35 MB125P

Dimensions (mm) 138x350x225 208x600x355 300x800x505 208x600x355

Adjustable power (kg / kN) 100 / 1 250 / 2,5 450 / 4,5 800 / 8

Item maximum height (mm) 175 318 380 285

Weight (kg) 14,5 53 162 58

Cava a T (mm) 6 10 12 10

Shank diameter (mm) dia 13 dia 27 dia 27 dia 16

Rack stroke (mm) 22 67 80

Usable stroke (mm) 22 67 80 75

Maximum air pressure (bar) 4 6 6

Air supply (gas) 1/8 1/4 1/4

Measures in mm 
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Ideal for marking small diameters, from 8 to 65mm

Manual or electric activation of the rack

Double rolls support or with central pivot for marking cables

Standard accessories complete the range of roll machines for 
marking small diameters;from types and cliché to adjustable 
supports and supports for cave objects.

ROLLING MACHINES FOR SMALL DIAMETERS

ROLLING
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MB41N MB41E

Dimensions (mm) 355x350x245 600x1090x600

Bank •

Motor power (kw / V) 0,18 / 380 

Motor 380 trif. 50 Hz 
110 mono 60 Hz

Weight (kg) 35 110

Maximum diameter 
(mm) 65 65

Stroke (mm) 120 120

Measures in mm 
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ROLLING MACHINES FOR MEDIUM DIAMETERS

Perfect for marking diameters up to 110mm.

Manual, electric or electro-pneumatic models

Double rolls support or with central pivot for marking cables

Many standard accessories both for the marking heads - 
numberings, clichè, interchangeable types - and for the supports - 
for cave or round pieces.

DEEP AND FAST MARKING
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MB71N MB71E MB71EP

Dimensions (mm) 340x830x310 360x1020x500 600x1730x600

Bank •

Motor power (kw / V) 0,55 / 380 0,55 / 380

Motor 380 trif. 50 Hz 
110 mono 60 Hz

380 trif. 50 Hz 
110 mono 60 

Hz

Weight (kg) 126 138 230

Maximum diameter (mm) 110 110 110

Stroke (mm) 180 180 180

Cava a T (mm) 10 10 10

Maximum air pressure (bar) 6-8

Pneumatic bank •

Measures in mm 
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Especially ,designed for integration in production lines and trans-
fers MB71UE rolling marking electric unit has a motor and 2 end-
switch for running the slide of 180 mm stroke.

Many standard accessories available, such as types, clichè and 
numbering heads, to personalize the marking.

ROLLING MARKING UNIT

VERY EASY FOR INTEGRATION
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TM29

MB71U

Dimensioni (mm) 400x450x560

Potenza motore (kw / V) 0,55 / 380

Motore 380 trif. 50 Hz 110 
mono 60 Hz

Peso netto (kg) 50

Corsa slitta (mm) 180

MB71U 

Measures in mm 

Dimensions (mm)

Motor power (kw / V)

Weight (kg)

Stroke

Motor
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MARKING IN CONTINUOUS

The electric model MB71CE is partcularly suitable for continuous 
marking on bars and tubes, up to 80mm maximum, with a rate 
of 12mt /minute with 2 rolls

An angraved die or interchangeable types gear the exagons, 
pulling it through the marking.

Engine: motorgear 380 triphase 50 hz

Standard accessories complete the machine, being so strong, 
easy and cost effective.

UP TO 80 MM DIAMETERS!
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MB71CE

Dimensions (mm) 340x830x310

Mortor power (kw / V) 0,55 / 380

Motor 380 trif. 50 Hz 110 mono 
60 Hz

Weight (kg) 155

Cava a T  (mm) 10

Measures in mm 
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Perfect marking of diameters up to 650mm

Vertical model available in manual, electric or electro-pneumatic

90° models available in electric or electro-pneumatic

Many accessories available, such as clichè, types, type-holders, to 
personalize the marking

ROLLING MACHINES FOR BIG DIAMETERS

FOR BIG AND HEAVY COMPONENTS!
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MB76EPV MB76EP90°

Dimensions (mm) 730x1785x650 530x1170x1000

Motor power (kw / V) 0,55 / 380 0,55 / 380

Motor 380 trif. 50 Hz 
110 mono 60 Hz

380 trif. 50 Hz 
110 mono 60 Hz

Weight (kg) 300 360

Maximum diameter (mm) 650 -

Stroke (mm) 290 290

Air pressure (bar) 6-8 6-8

Pneumatic stroke (mm) 16 16

Measures in mm 
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Sharpened edge

Hot 

Nuclear 

Low capital

FOR IMPACT, HOT AND ROLLING
Steel types of high quality, in different heights, available singles or in boxes for impact, hot or rolling

TYPES



35

h (mm) 1 1,5 2 2,5 3 4 5 6 8 10 12

A Sharp * * * * * * * * * *

A Hot * * * * * * * * * *

Lowercase * * *

A dots * * *

Conic * * * *

Nuclear * * * *

Standard block

Conic block

Hilti block
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Standard 1, 2 or 3 lines typeholders squared with absolutely precision on 
the faces to grant the perfect allineament of the types and the best quality 
in marking. For impact, hot or rolling

LINEAR TYPEHOLDERS
FOR IMPACT AND ROLLING
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TYPES NUMBER PER LINE 
2/4 2/4S 3/4 4/4 5/4 11/6 13/6 14/6 28/6 20/8 21/8 22/8 23/8

1 - 1,5 9 13 20 33 53
2 7 10 15 25 40

2,5 8 16 24 32
3 6 13 20 26
4 5 10 15 20

5 4 8 12 16

TYPES NUMBER PER CAVA 2 LINES
6/4 7/4 15/6 15/6S 30/8 24/8 25/8

1 - 1,5 20 33
2 15 25

2,5 16 32
3 13 26
4 10 15 20
5 8 12 16

h (mm)
PC

h (mm)
PC
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TYPES NUMBER PER CAVA 3 LINES 
9/4 16/6 29/6 17/6 18/6 31/8 26/8 27/8

1 - 1,5 26
2 20

2,5 16 20 24 32
3 13 16 20 26
4 10 12 20
5 8 10 16

h (mm)
PC
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CIRCULAR TYPEHOLDERS
FOR IMPACT
Typeholders for round marking on flat surfaces built on the specific requests of the customer. 
For impact machines.
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HOT TYPEHOLDERS
FOR HOT

Typeholders in steel and brass in two models of 65 and 80 mm 
for multi line of types in any caracter height.
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Automatic numbering head MB2 for marking progressive numbers 
with unit increase each shot. Engraving of the wheels with numbers, 
letters, sign and special logos, in standard, half condenced and 
condenced style. It’s possible to mix automatic (B2) and manual 
(B14) wheels.

MB2

NUMBERING HEADS 
FOR IMPACT, HOT AND ROLLING
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Consult the company

W
he

el
s 

nu
m

be
r

Etroit 
Demi etroit 
Standard

2,5
2

3
2,5
2

4
3

2,5

5
4
3

6
5
4

8
6
5

10
8
6

10
8 10

2 3,7 5 6 7 9 11 13 17 21
3 5,9 8 9,5 11 14 17 20 26 32
4 8,1 11 13 15 19 23 27 35 43
5 10,3 14 16 19 24 29 34 44 54
6 12,5 17 20 23 29 35 41 53 65
7 14,7 20 23,5 27 34 41 48 62 76
8 16,9 23 27 31 39 47 55 71 87
9 19,1 26 30,5 35 44 53 62 80 98

10 21,3 29 34 39 49 59 69 89 109
11 23,5 32 37,5 43 54 65 76 98 120
12 25,7 37 41 47 59 71 83 107 131

INCISION HEIGHT (MM)

More wheels available

MB2
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MB2

Body 1

Release level spindle 9

Release lever 14

Wheel spindle 19

Wheel 22

lever springs 28

spacing ring 37

shank 42

blocking screw 48

retaining rings 49-0

Spacing ring 51-3
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MB2

Shaft 5

pawl 7

Unit 23

Spring 29

yoke spring 30

pins 36-9

Yokes 40

Lever rod 46

spring pin 47
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Numbering head MB14 with levers for manual marking of numbers. 
Engraving of the wheels with numbers, letters, sign and special lo-
gos, in standard, half condenced and condenced style. It’s possible 
to mix automatic (B2) and manual (B14) wheels.

NUMBERING HEADS 
FOR IMPACT, HOT AND ROLLING
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MB14

Consult the company

W
he

el
s 

nu
m

be
r

Standard
2,5
2

1,5

3
2,5
2

4
3

2,5

5
4
3

6
5
4

8
6
5

10
8
6

10
8

2 4 5 6 7 9 11 13 17
3 6,5 8 9,5 11 14 17 20 26
4 9 11 13 15 19 23 27 35
5 11,5 14 16 19 24 29 34 44
6 14 17 20 23 29 35 41 53
7 16,5 20 23,5 27 34 41 48 62
8 19 23 27 31 39 47 55 71
9 21,5 26 30,5 35 44 53 62 80
10 24 29 34 39 49 59 69 89
11 26,5 32 37,5 43 54 65 76 98

12 29 35 41 47 59 71 83 107

 INCISION HEIGHT (MM)

More wheels available
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MB14

Medium wheels 56

Control spring 57

Inferior lever 58

Superior lever 59

MB14

Body 1

Release lever spindle 9

Release lever 14

Wheel spindle 19

Wheel 22

Lever spring 28

Spacing ring 37

Shank 42

Blocking screw 48

Retaining rings 49-0

Spacing ring 51-3
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Manual numbering head with wheels up to 3 mm character height.

Easy regulation of the numbering throught pulling shaft.

1,5-2-2,5-3 mmNUMBERING HEADS 

FOR IMPACT
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Two buttons pneumatic security systems, complete of anti-ripetitive valve 
according to the CE machines directory. Two models: Security 1 for impact 
and presses; Security 2 for hot
systems thanks to a timer.

Dimensions (mm) 380x200x60
Fluid filtred air
Pressure (bar) 2-8
Fluid temperature (C*) -10 / +60

SECURITY BOX
FOR PNEUMATIC MACHINES
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HEAD STAMPS AND 
ENGRAVED DIES

Hand punches available in units or set of letters and numbers, in 
character height from 1 mm to 12 mm standard, mirror or nuclear

Special dies in hardened steel in any shake and engraving to repro-
duce perfectly logos and drawings

FOR ALL THE MACHINES
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SHANKS

Shanks are the natural union between cliché, punches, type holders, numbering 
heads and marking machines. 

Available in various sizes depending on the different models.

FOR IMPACT
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DOVE TILS

Perfect coupling between rolling machine and 
typeholders or numbering heads

FOR ROLLING
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TABLES

Mod. T Mod. TG
Dimensions (mm)   600x600 h 830 600x600 h max 750
Shelf (mm) 600x600 h 40 600x600 h 40
Machines MB32-35-41 MB15-19-20-21-32-71

FOR ALL THE MACHINES
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SUPPORTS

Holding supports: S1 for round and cave components; S2 for round parts hold from the external

FOR ROLLING
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20+optionals

20+optionals
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SUPPORTS

SR100 support for circular special 
dies and conical typeholders

FOR ROLLING
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SUPPORTS

SR3 support with 3 rolls or 2 rolls 
and a central special die

FOR ALL THE MACHINES
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E1030 - E1250

It’s easy even for creating masks or 
stencils, using the bench of a PC - 
connecting labelling machine

CHEM-ETCH MACHINE KIT

Chem-Etch machine kit, cost effective, 
for good contrast in marking conductive 
metals
In a small box, there are 1 hand stamp 
20x40mm and the electrolytic unit; 100 
blank stencils 75x56mm and a contact 
plate with cables and 2 liquids.

Two models available, different in the 
power, from 30VA for 1030 to 60VA for 
E1250, and in the output, adjustable from 
6 to 12V for E1250
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Automator Group believes in rational energy use as 
input in the design of its marking systems

Automator is certificated ISO 9001 IQ Net

Automator Group believes that all its machinery must 
be designed and produced according to the concept 
of “green philosophy”

Automator Group believes in rational energy use as 
input in the design of its marking systems

Automator is cetificated CISQ, the consirtium for IT 
Software Quality



Automator International Srl - Corsico, Italia
(+39) 02 48 601 445

marketing@automator.com - automator.com/it

Automator America Inc - Chillicothe, Ohio, USA 
(740) 983 0157  

info.us@automator.com - automator.com/am

Automator Brandone - Watford, Great Britain
(+44) 208 863 7141 

info.uk@automator.com - automator.com/uk

Automator Iberomark SI - La Garriga, Spain
(+34) 938 717 095

ventas@automator.com - automator.com/es

Automator s.r.o. - Stara Tura, Slovakia
(+421) 915 708 066 

info.sk@automator.com - automator.com/sk

Automator Asia Pacifi c - Nunawading Vic., Australia
(+61) 03 9894 8916 

salesap@automator.com - automator.com/aus

Automator Suisse - Stabio, Switzerland
(+41) 091 647 15 90

info.ch@automator.com - automator.com/ch

OOO Automator - Moscow, Russian Federation
(+7) 495 921 03 09

mail.ru@automator.com - automator.com/ru

   Automator Thailand - 117/51-52 Moo 18,Klongnueng, 
Klonglung Pathumthani 12120 Thailand

Jantima  Channara -Kae- (+662) 529 5641-2
 

Novograv - Weilerbach, Germany
(+49) 06374 4027

info.de@automator.com - automator.com

Mach Ftd - Bucharest, Romania
(+40) 214 609 840

mach@mach.ro - mach.ro

Toyo Corporation - Aichi Ken, Japan
(+81) 566 232 030 

ity1002@toyo-tos.com - toyo-tos.co.jp

Automator India - Faridabad, India
(+91) 129 414 2297 

info.in@automator.com - automator.com/in

Traceability Solutions, Automator Div.
Johannesburg, South Africa - (+27) 78 27 382 
info.za@automator.com - automator.com/za

OOO Automator - Poltava, Ukraine
(+38) 0532 59 80 68

info.ua@automator.com - automator.com/ua

Automator Mexico - Santa María Insurgentes, México
(+55) 6726 3343    

info.mx@automator.com - automator.com/es

MF Flues Ind. Com. Ltda - Sao Paulo, Brazil
(+55)-11 55 147 400 

fl ues@fl ues.com.br - fl ues.com/br

Traçamatrix - Graveson, France
(+33) 490 950 897 

info@tracamatrix.com - tracamatrix.com

Automator Iran - Tehran, Iran
(+98) 212 2571258 

info.ir@automator.com

Automator Poland - Swidnica, Poland
 (+48) 695 663 457

info.pl@automator.com - automator.com/pl

Automator d.o.o. - Lesce, Slovenia
(+386) 5 90 33 782 

info.si@automator.com - automator.com/si

Automator OOD - Pazardzhik, Bulgaria
(+359) 893 558 655 

info.bg@automator.com - automator.com/bg

Oy Suomen EDM Ab - Porvoo, Finland
(+358) 19 5211400 

info.sf@automator.com - automator.com/sf

Arnold Trading Co. Ltd. - Industrial Area Holon 58810, Israel
 (+972) 355 813 13 

info@arnold.co.il - arnold.co/il

 Automator Trading (Shanghai) co. Ltd -  Shanghai, P.R. China
(+86) 158 0174 3707

info.cn@automator.com - automator.com/cn

Automator Andina S.A.S - Medellin-Antioquia, Colombia
+57 (4) 2359012

info.andina@automator.com - automator.com/an

Torvalla Maskinkomponenter - Handen C Sweden
Tel. (+46) 08 52294600
info@torvallamaskin.se

Smartec Gaging Instruments Co. Ltd -Wenshan District, taipei 116 Taiwan
Tel: (+886) 2 2234 4396
Info.th@automator.com

Automator Korea 
Gyeonggi-do,South Korea

info.kr@automator.com - automator.com

Automator CEE s.r.o. - Prague, Czech Republic
(+42) 0273132590  

info.cz@automator.com - automator.com/cz

Stadlers Corp FZC - Al Qusais, Dubai, UAE 1F, No.7, Alley 23, Lane 
85, Sec. 3, Muzha Rd., Wenshan District, 116,  +971 (4) 238 2844 

fax +9714 2382855 info@stadlerscorp.com www.stadlerscorp.com 

Automator Turkey -
 Istanbul, Turkey

info.tr@automator.com - automator.com/tr

THE BIGGEST MARKING FAMILY IN THE WORLD


